3.96mm(.156") Wire To Wire And Wire To Board Connector -

SPECIFICATIONS: Shenzhen Hongru Connector Co., Ltd Connector & Terminal
oCument Rating:7AAC,DC Email: yukyli@hrb-connector.com
eVoltage Rating:600V AC,DC Tel: 86-0755- 2709 6669

Fax: 86-0755-2709 2392

*Operating Temperature:-40C~+105C  gyype: haiyuncheng-vivian
oContact Resistance:3.0mQ max. Mobile(Whatsapp): 86-186 8112 3590
sInsulation Resistance:5000MQ Min. Website: http://iwww.hrb-connector.com

oWithstanding Voltage: 2200V AC/minute
sMaterial:Nylon66 UL94V-0
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Ordering Information And Dimensions
Part NO. Dimensions Part NO. Dimensions Part NO. Dimensions
TYP UL94V-0 |Circuits |DimA|Dim:B| TYP UL84V-0 |Circuits |Dim:A|Dim:B [ TYP ULS4V-0 [Circuits |Dim:A|Dim:B
M7061-2-W 2 8.01 | 3.96 | M7061-10-W | 10 |39.85| 3564 | M7061-18-W 18 |71.89|67.32
M7061-3-W 3 |11.98(782| M7061-11-W | 11 |43.83 (39.60 | M7061-19-W 19 |(7567|71.28
M7061-4-W 4 |15.97 (11.88 | M7061-12-W | 12 |47.81 [43.56 | M7061-20-W 20 |79.65)|75.24
M7061-5-W 5 (1995|1584 | M7061-13-W | 13 (5179|4752 | M7061-21-W 21 [83.63| 79.20
M7061-6-W 6 (2393|1980 | M7061-14-W | 14 (5577 | 5148 | M7081-22-W 22 |B87.61|83.16
M7061-7-W 7 |2791|2376| M7061-15W | 15 [50.75 (5544 | M7061-23-W 23 [91.59| 87.12
M7061-8-W B |31.89|27.72| M7061-16-W | 16 |83.73|59.40 | M7061-24-W 24 |95.57| 41.08
M7061-3-W 9 (3587|3168 M7061-17W | 17 |67.71|63.36
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